
Dimensions Sheet 

Type SAB 15-A

Dynamical 21 [Nm] 160 

Hub bore 1> dmax 45 

Hub bore dmin 30 

0A 217 

08 196 

0C 100 

0D 75 

0E 62 

0F 116 

0G 9 

H 101 

1 12 

J 35 

K 15 

L 9 

M 84 

N 11 

o 43 

p 20 

Air gap a 0.4 

Air gap amax 1.0 

Weight [kg] 18.5 

Micro-switch Yes 

(1) Standard parallel keyway accordance to DIN 6885/1 P9.
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28 
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Yes 

The Hub bore tolerances is ISO H7. Recommended ISO shaft tolerances up to 050 mm= k 6

Over 050 mm = m 6. 

(2) Braking torque dynamical ( �n = 100 r.p.m. )

Unit in mm 

80-A

800 

80 

50 

360 
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140 

13 

153.5 

20 

70 

22 

124 

15 

50 

26 

0.5 

1.5 

Yes 
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Options 

Hand Release 

Hand release : 

Mounting 
Flange 

The hand release serves to release the brake manually. 

lt can also be retrofitted. The hand release goes back to 

its base position automatically after operation. The 

release screws are carried in ball joints and are only 

tensioned. When assembling the hand release the 

distance between armature plate and screw dimension 

must be maintained. 

Caution: 

Even with a reduced rated torque, a readjustment of the 

working air gap reaching the dimension is necessary for 

reasons of safety. 

Special mounting flange 

The special mounting flange can be used to adapt a 

second basic module to the basic module N; the resulting 

double brake is suitable for stage machinery or other 

applications with increased safety requirements. (See 

accessories other design) 

Seal: 

The seal prevents to a large extent exit or penetration 

of dust, humidity, dirt, etc. into the braking area. The 

seal is pulled. lf no suitable groove is available at the 

output side, we recommend using a mounting flange 

or other friction plate (surface). 

Special Mounting 
Flange 

Micro-switch : 

Seal 
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The micro-switch is used when a monitoring of the air 

gap required and is available from the type 15-A to 80-A. 

lf the armature plate is in contact with the magnet body 

the electric contactor is controlled via the micro-switch. 

The machine can only start, if the brake is released. lf 

the maximum air gap is reached, the magnet body no 

longer attracts the armature plate. The electric contactor 

is not activated, the electric does not start. The air gap 

of basic module P and basic module N can be 

readjusted. The micro-switch can be adjusted such that 

a signal is output before the wear reserve is reached 

(wear monitoring). 

Mounting flange: 

lf no suitable friction surface is available, the mounting 

flange can be used, which at the sarne time is able to 

carry the seal. 

Hand release 

The hand release serves to release the brake manually. 

lt can also be retrofitted. The hand release goes back to 

its base position automatically after operation. The 

release screws are carried in ball joints and are only 

tensioned. When assembling the hand release the 

distance between armature plate and screw dimension 

must be maintained. 
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